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1508 AR VENT PIPE EXITING
THROUGH TOP OR SIDE OF UNITS

TO SUIT SURFACE POSITION.

PROVIDE SUITABLE COWL PROTECTION

LANDSCAPING OR
HIGHWAY CONSTRUCTION

BACKFILL WITH SELECTED
AS DUG INERT MATERIAL

MINIMUM OVERALL TANK
COVER CONTACT
FUNKE NORTH AMERICA LTD.
TO CONFIRM*

INFLOW

OUTFLOW

STORAGE TANK TO BE WRAPPED IN 0.5MM THICK HIGH DENSITY POLYETHYLENE (HDPE) BEDDING & SURROUND:
IMPERMEABLE MEMBRANE. MEMBRANE IS TO BE SEALED IN ACCORDANCE WITH 100MM GRANULAR PIPE
MANUFACTURERS INSTRUCTIONS TO PROVIDE A VAPOUR PROOF BARRIER. CARE SHOULD BEDDING MATERIAL

TO BE TAKEN TO AVOID DAMAGE DURING INSTALLATION AND BACKFILLING ALL OR 100MM COARSE
PENETRATIONS TO BE SUITABLY TREATED TO ENSURE WATERTIGHT INTEGRITY. SHARP SAND

Overall cover allowance for preliminary design:
A) Non-Trafficked Areas
Minimum 400mm cover
B) Trafficked areas — Standard Tank
i) Cars and light vans not exceeding 2.5 tonnes between 0.4 to 2.0
meters cover
ii) Exceeds H20 loading with cover of 1.0 metre to 2.0 metres
C) Trafficked areas — Heavy Duty Tank
i) Cars and light vans not exceeding 2.5 tonnes between 0.4 to 2.0
meters cover
ii) Exceeds H20 loading with cover of 1.0 metre to 2.2 metres

NB. The heavy duty tank loading capabilities are conservative.
Further testing indicates a higher loading may be adopted in future.

Tanks can be installed up to three layers high (1200mm)
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